
celexon.TM
www.celexon.com

celexon.TM
Installation Guide

celexon Expert Fixed Frame  
screen PureWhite

Thank you for purchasing this celexon screen. Please read the  
installation instructions carefully before using the screen.
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Safety instructions

• Do not begin installation before reading the entire installation guide. 
• This product should be installed by a professional only. 
• If necessary, carry out the installation with another person to ensure a safe  

installation. 
• When tightening the screws, do not over tighten them as this may cause damage. 
• This product is designed for indoor use. Outdoor usage could damage the  

product.  
• Suspended loads must be checked at least twice a year for strength and load 

bearing capacity. 

Please note

Please read the following instructions carefully and keep them for future reference. 
The manufacturer assumes no responsibility for any damage to property or personal 
injury if the screen is used outside the recommended specifications or if installed 
incorrectly.

Do not use this screen near heaters or air conditioners. Do not install the screen in 
direct sunlight or in front of a window. Due to the temperature-sensitive PVC surface, 
damage to the projection fabric can occur when exposed to fluctuating temperatu-
res.

We recommend that you wait approximately 2 hours after assembly so that the fabric 
can acclimatise, especially when the fabric is brought from the cold into a warmer 
environment.

Please take care when handling the PVC fabric and avoid making any marks on the 
surface as it may not be possible to remove them.
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Disclaimer

The information in this document is subject to change without prior notice.  
Changes will be documented in later editions of this manual. The manufacturer 
does not guarantee  accuracy of the information contained in this document.

Cleaning instructions

Never clean the screen with alcohol or other cleaning agents containing solvents. 
Use only a soft and clean cloth with a mild soapy solution. Avoid contact with  
pointed or sharp objects. These could damage the fabric.

In the box

Prior to installation, please check that you have all the piece parts listed below.  
If any piece parts are missing, please contact the dealer where you purchased the 
product and wait until you have received the missing part(s) before continuing with 
the installation.

4 x Aluminium frame parts (A)
3 x Mounting brackets (B)

1 x Projection fabric (C)

8 x Metal corner pieces and screws (D)

3 x Angle screws and plugs  
(only up to 300 x 225cm) (E)
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Installation

1. Frame assembly

Place the frame parts (A) with the flat side on 
a clean, soft cloth on the floor to avoid any 
scratching. Connect side and top/bottom frame 
parts with the corner pieces (D) to create a 
rectangle.

Once the corner pieces have been inserted, align 
the frame so that all sides are the same length. 
Tighten the corner pieces (Fig 2).
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2. Assembly of the fabric

Place the fabric with the projection side (green 
sticker ‘projection side’) on a clean surface. 
Position the frame with the flat side centrally 
onto the fabric (Fig 3)

If a seam is visible in the viewing area, please 
install the fabric so that the seam is in the 
upper area of the screen.
Now attach the fabric to the pre-mounted 
Velcro strips on the frame (Fig 4).

Start on a horizontal side and pull the fabric 
with the Velcro strip onto the back of the 
frame. Please ensure that the frame and fabric 
are aligned in the corners (Fig 5).

Carry out these steps on the opposite side and 
stretch the fabric as far as possible before you 
attach it with the Velcro strips.

Place the corner strap with sufficient tension 
onto the shorter frame (Fig 6) and attach the 
vertical side of the fabric to the frame using 
the Velcro strip. Then repeat this step on the 
opposite side whilst stretching the fabric as 
much as possible (Fig 7).

3. Wall installation

The celexon Expert Fixed Frame screen 
PureWhite is supplied with sliding wall 
mounting brackets (B) to provide a flexible 
wall installation. Please use the supplied 
screws and wall plugs (E) to secure the screen 
to the wall.

The frame screen is supplied with a central 
mounting bracket on the lower frame to 
ensure a perfectly level installation and to 
prevent it from falling down in the event of 
unintentional lifting.

The manufacturer only guarantees perfect 
alignment if all wall mounting brackets on the 
upper and lower frame are used. No liability is 
assumed if the frame is installed using other 
mounting brackets.

Once installed, please check that the screen is 
perfectly level using a sprit level.




